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Users must follow the safety instructions, specifications and warning notes written in this manual. If don't follow it, we will not be responsible for the warranty.

DIFFUSED FITTINGS

INSTALLATION MANUAL

B. INSTALLATION DIAGRAM

*WARNING

1. Carefully unpack the carton. Check the contents to 
    ensure that all parts are present and have been 
    received in good condition.

5. Don’t physical impact or use of chemicals that 
    deform the lamp tray and affect the surface paint. 

。

4. Don’t disassemble or change lamp tray.

2. If don't use, should be put in the right place to 
    avoid fire and explosion or causing environmental 
    pollution. 

3. Contact the manufacturer if need help. Don't 
    install it if don't know the pieces of information.

6. Install in accordance with national standards and 
    local electrical codes.

8. This products must be installed and maintained by 
a qualified electrician.

10. The product must be installed in evironment ≤IP40.

9. Disconnect the power supply during installation.
POWER

On

Off

11. All wires must be wrapped insulated to ensure safety.

12. Check lamp trayđ is fixed and secure after installation.

13. Do not let the poles of the wire touch each other.

A. INSTALLATION

IP40

L
NInput voltage

AC E

Lamp tray
(Include LED TUBE)

Lamp tray
(Include LED TUBE)

Lamp tray
(Include LED TUBE)

7. Use insulated gloves during product installation.

Ø1mm 

1. Turn off the power.
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2. Leave cable from ceiling. 3. Push lock up to separate diffuser 
cover with housing.

4. Put cable into housing, fix housing ư
with ceiling by screws then connect
cable with terminal.

5. Install LED tube, push lock up to fix 
diffuser cover with housing.

7. Completed install.6. Turn on the power.
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1. LED TUBE two-head power supply

2. LED TUBE one-head power supply (type A)
2.1.Wiring diagram for 2 LED TUBE T8
Diameter (A): 0.5-2.5mm2
Strip Length (B): 8-10mm        
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Diameter (A): 0.5-2.5mm2
Strip Length (B): 8-10mm        

A

B

L

N
E

NL
LED TUBE T8

Terminal

LED TUBE T8
L N

1.1.Wiring diagram for 2 LED TUBE T8

Diameter (A): 0.5-2.5mm2
Strip Length (B): 8-10mm        
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1.2. Wiring diagram for 3 LED TUBE T8
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Diameter (A): 0.5-2.5mm2
Strip Length (B): 8-10mm        

A

B

L

N
E

NL
LED TUBE T8

Terminal

LED TUBE T8
L N

1.3. Wiring diagram for 4 LED TUBE T8
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3.1. Wiring diagram for 2 LED TUBE T8
Diameter (A): 0.5-2.5mm2
Strip Length (B): 8-10mm        
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2.2. Wiring diagram for 3 LED TUBE T8
Diameter (A): 0.5-2.5mm2
Strip Length (B): 8-10mm        

A

B

L

N
E

L
LED TUBE T8

Terminal

N

LED TUBE T8

LED TUBE T8

L

N

L

N

3.2. Wiring diagram for 3 LED TUBE T8
Diameter (A): 0.5-2.5mm2
Strip Length (B): 8-10mm        
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2.3. Wiring diagram for 3 LED TUBE T8
Diameter (A): 0.5-2.5mm2
Strip Length (B): 8-10mm        
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3. LED TUBE one-head power supply (type B)
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NEW TRIPLINE V-SHAPE BATTEN

INSTALLATION MANUAL

IP40

C. MAINTENANCE PROCEDURE. 

3. Check and make sure parts of luminaires are still 
    intact .

4. Check and make sure wires don’t slip.

2. Cleaning surface, don’t let the luminaires installation
    position have too dirty, much dust and make sure
    wide space to not overheat.

6. Make sure the power supply is correct and stable.

5. Check and make sure wires don’t be broken or torn 
    wrap insulate.

1. Checking time: the luminaires work maximum 12 
    hours per day so per 6 months (similar about 2160
    hours) we should to check to make sure the luminaire
    is working properly. 6 months

D. MODEL
ModelNO.

TRD0482361

Input voltage

depend on tube lamp

Protection grade

IP40

2 TRD048336 depend on tube lamp IP40

3 TRD048318 depend on tube lamp IP40

4 TRD048418 depend on tube lamp IP40

3.3. Wiring diagram for 4 LED TUBE T8
Diameter (A): 0.5-2.5mm2
Strip Length (B): 8-10mm        
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Người dùng phải tuân theo các hướng dẫn an toàn, thông số kỹ thuật và ghi chú cảnh báo được viết trong hướng dẫn lắp đặt này. Nếu không tuân thủ, chúng tôi sẽ
không chịu trách nhiệm bảo hành.

MÁNG ĐÈN TÁN XẠ

HƯỚNG DẪN LẮP ĐẶT

B. SƠ ĐỒ NGUYÊN LÝ LẮP ĐẶT

*CẢNH BÁO

1. Mở hộp cẩn thận. Kiểm tra bên trong để đảm bảo rằng 
    tất cả các bộ phận đều có và đã được nhận trong tình 
    trạng tốt.

5. Không tác động vật lý hay sử dụng các loại hóa chất 
    gây biến dạng máng đèn và ảnh hưởng đến chất lượng 
    bề mặt sơn. 

。

4. Không tự ý tháo rời hoặc thay đổi các bộ phận của 
    máng đèn.

2. Nếu không sử dụng phải để ở vị trí đúng nơi quy định 
    để tránh gây cháy nổ, ô nhiễm môi trường.

3. Liên hệ với nhà sản xuất nếu cần trợ giúp. Không nên
    tự ý lắp đặt khi không rõ thông tin.

6. Lắp đặt theo tiêu chuẩn quốc gia và mã điện địa
    phương.

8. Các sản phẩm phải được lắp đặt và bảo trì bởi thợ điện 
    có chuyên môn.

10. Sản phẩm phải được lắp đặt trong môi trường ≤IP40.

9. Ngắt nguồn điện trong quá trình lắp đặt.
POWER

On

Off

11. Toàn bộ dây điện phải được bọc cách điện để đảm 
       bảo an toàn.

12. Kiểm tra máng đèn đã được cố định và chắc chắn sau 
       khi lắp đặt chưa.

13. Không để các cực của dây chạm vào nhau.

A. LẮP ĐẶT

L
NĐiện áp vào

AC E

Máng đèn
(bao gồm bóng)

Máng đèn
(bao gồm bóng)

Máng đèn
(bao gồm bóng)

IP40

7. Sử dụng găng tay cách điện trong suốt quá trình lắp
    đặt sản phẩm.

Ø1mm 

1. Tắt nguồn điện.

POWER
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Off

2. Chừa cáp điện chờ từ trần. 3. Đẩy khóa gài để tách rời phần nắp
khuếch tán và phần thân máng.

4. Đặt cáp điện chờ vào máng, cố định
máng với trần bằng ốc vít sau đó kết nối
cáp điện chờ với terminal.

5. Gắn bóng LED tube, đẩy khóa gài để
cố định nắp khuếch tán với phần thân
máng.

7. Lắp đặt hoàn tất.6. Mở nguồn điện.
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MÁNG ĐÈN TÁN XẠ

HƯỚNG DẪN LẮP ĐẶT

IP40

1. Bóng LED TUBE cấp nguồn 2 đầu

Đường kính (A): 0.5-2.5mm2
Chiều dài (B): 8-10mm        
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1.1. Sơ đồ đấu dây cho 2 bóng LED TUBE T8

2. Bóng LED TUBE cấp nguồn 1 đầu (loại A)
2.1.Sơ đồ đấu dây cho 2 bóng LED TUBE T8
Đường kính (A): 0.5-2.5mm2
Chiều dài (B): 8-10mm        
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Chiều dài (B): 8-10mm        
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1.2. Sơ đồ đấu dây cho 3 bóng LED TUBE T8
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1.3. Sơ đồ đấu dây cho 4 bóng LED TUBE T8
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MÁNG ĐÈN TÁN XẠ

HƯỚNG DẪN LẮP ĐẶT

IP40

3. Bóng LED TUBE cấp nguồn 2 đầu (loại B)

2.2. Sơ đồ đấu dây cho 3 bóng LED TUBE T8
Đường kính (A): 0.5-2.5mm2
Chiều dài (B): 8-10mm        
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3.1. Sơ đồ đấu dây cho 2 bóng LED TUBE T8
Đường kính (A): 0.5-2.5mm2
Chiều dài (B): 8-10mm        
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3.2. Sơ đồ đấu dây cho 3 bóng LED TUBE T8
Đường kính (A): 0.5-2.5mm2
Chiều dài (B): 8-10mm        
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2.3. Sơ đồ đấu dây cho 4 bóng LED TUBE T8
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HƯỚNG DẪN LẮP ĐẶT

IP40

C. QUY TRÌNH BẢO DƯỠNG

3. Kiểm tra và đảm bảo các bộ phận của bộ đèn vẫn còn 
    nguyên vẹn.

4. Kiểm tra và đảm bảo dây điện không bị tuột.

2. Vệ sinh bề mặt, không để vị trí lắp đặt bộ đèn quá bẩn,
    nhiều bụi và đảm bảo không gian rộng rãi để đèn không
    bị quá nhiệt.

6. Đảm bảo nguồn cấp luôn chính xác và ổn định.  

5. Kiểm tra và đảm bảo dây điện không bị đứt hoặc bị 
    tróc lớp vỏ bọc.

1. Thời gian kiểm tra: trung bình mỗi ngày bộ đèn hoạt 
    động tối đa 12h nên cứ 6 tháng (tương đương khoảng 
    2160 giờ) chúng ta nên kiểm tra để đảm bảo bộ đèn 
    hoạt động tốt. 6 months

D. MÃ SẢN PHẨM
Mã sản phẩmSTT

TRD0482361

Điện áp vào

depend on tube lamp

Chỉ số IP

IP40

2 TRD048336 depend on tube lamp IP40

3 TRD048318 depend on tube lamp IP40

4 TRD048418 depend on tube lamp IP40

3.3. Sơ đồ đấu dây cho 4 bóng LED TUBE T8
Đường kính (A): 0.5-2.5mm2
Chiều dài (B): 8-10mm        

A

B

L

N
E

L

Terminal

N
LED TUBE T8N N

LED TUBE T8N N

LED TUBE T8N N

LED TUBE T8N N

NL

NL

L N


