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Technical information

• Model : MS7VE0126-1x6W

• Led brand : NICHIA

• Led quantity : 1 pc

• Rated power : 1x6W

• Lumen : 487lm ±10%

• Input voltage : DC24V/ 100-240V~ 50/60Hz

• Color temperature : 2700K / 3000K / 4000K / 5700K / 6500K

• Beam angle : 18o/ 24o/ 32o

• Lens : R7

• Control method : On/Off

• Protection grade : IP65

• Ambient temperature : -20oC~40oC

• Product life : 35.000hrs  

MODEL: MS7VE0126-1x6W

Approvals and markings

Assigned code : ..............................

Project : ............................................................................  Location : .........................................

Approved by : ...................................................................  Date : ................................................

PROJECT DATA

Dimension: (mm)

SCONCE 2 - SURFACE WALL WASHER UP OR DOWN

Feature

Photometric Data

MS7VE0126-1x6W

Dimmable

NON

Product color

Sanded Black
RAL 9005

Basic

Dark Grey
KAP 7037

Secondary

Light Sanded Grey
RAL 7038

Beam angle

Lens

Introduction 

SCONCE 2 provides beautiful ambient lighting to any outdoor wall by up and down sconce light. 

The vertical design of this LED wall-mounted fixture provides uplight or downlight to any area. 

Suitable for residential or commercial applications, this illumination from both the top and bottom, 

highlighting the exterior of any building.

Features 

• Housing: die-casting powder coated aluminium. 

• Light window: PMMA. 

• Gasket: tooling shaped seal.

• Optical lens with multi beam angle option.

• CCT: 2700K/3000K/4000K/5700K/6500K. 

• AC100-240V input voltage. 

Applications areas 

• Any outdoor wall like houses, building entrances, walkways, perimeters, ect.

Mounting type 

• Wall recessed.

90

150

96

70

0°

90°

±180°

-90°

-60°

-30°

60°

30°

-120°

-150°

120°

150°

386.45

772.89

1159.34

1545.79

1932.23

Illuminance at a distance
Center beam LUX Beam width

Ver.Spread:22.1 Horiz.Spread:22.4

H V

2m

4m

6m

8m

10 m

12 m

0.8m

1.6m

2.4m

3.2m

4.0m

463.34 LUX

115.84 LUX

51.48 LUX

28.96 LUX

18.53 LUX

12.87 LUX

0.8m

1.6m

2.3m

3.1m

3.9m

4.7m 4.8m

18O 24O 32O

32°18° 24°R7

IP65
OUTDOOR

RATECOMPLIANT



THIEN MINH MECHANICAL - ELECTRIC JSC
Head office: MESTAR Building, No. 98/11 Ung Van Khiem Street, Ward 25,
Binh Thanh District, Ho Chi Minh City, Vietnam.
Tel: (84) 28.3899 4790 - Email: mestar@mestar.vn  -  Web: www.mestar.vn

We reserve the right to make technical and design changes.

Ha Noi Office: TT4.18, Xuan Phuong Tasco Urban Area, Xuan Phuong Ward,
Nam Tu Liem District, Hanoi City, Vietnam.
Tel: (84) 24.3222 2411

SCONCE 2 - SURFACE WALL WASHER UP OR DOWN

Assigned code : ..............................

Project : ............................................................................  Location : .........................................

Approved by : ...................................................................  Date : ................................................

PROJECT DATA

Connection Accessories

Connector 3 pin - IP65

MA-M684-03

T Connector 3 pin - IP65

MA-M685T-03

Y Connector - IP65

MA-M685Y-03

Juntion box 3 holes - IP65

MA-M686-03


