
- Install in accordance with national standards and local electrical codes.
- This product must be installed and maintained by a qualified electrician.
- The power of drive must meet the output of the rated power, and do not exceed the specified output power.
- Using environment temperature -25°C-55°C
- Only installation it with Class II, III DC constant voltage driver , Do not use this product if it does not comply with

Class III standard.
- Please don’t walk on it without protection.

- Do not install the LED strip in an environment that is overheated (for example, near a heat-generating device) or in a
poorly-cooled area (for example, in a confined space)

- When using this product in wet locations, pls select a model that is suitable for outdoor and wet locations.
- Do not use this product in environments with high volatile organic compounds such as sulfur, chlorine, bromine and

VOC to avoid reduce the service life.

II. INSTALLATION ENVIRONMENT.

I. SAFETY WARNING !

III. INSTALLATION GUIDE.

- Verify that whether all components (LED strips, drivers, controls, amplifiers and accessories) are compatible
before installation.

- Configure and pre-test LED strips before installation to ensure that all components operate properly.

INSTALLATION INSTRUCTIONS
FLEXIBLE LINEAR LIGHT
Model: MI8SVS1018S

Precautions before Use

TECHNICAL DATA

Power
Class
Ingress protection
Input voltage

 

:  5W,10W,15W
:  III
:  IP67
:  24VDC

Ambient temperature   :  -25oC~55oC
Cuttable length : Yes

Dimension: (mm)

21

300

13

18

Refer to Spec sheet
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Single color connection diagram

80mm

50mm

50mm

(as the picture shows)
please do not twist
the strip,or it will be
damaged.

150

Min bending diameter Luminous surface

Light emitting surface

Bend horizontal only

Bending Direction

Cross section
size’s picture

1
8

10

Tunable white connection diagram
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