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MODEL: MS7DH0124-1x4.5W

Dimension (mm):
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Approval and marking

Color temperature

Product color

2700K 3000K 4000K 5700K

Single

6500K

Introduction

Wall mounting landscape light is the surface mounting luminaire for indoor/outdoor use. The manufacture 

process is extremely strict, high quality output with CE, ROHS certified. Its excellent light brings comfort and 

good experience to the users.

Feature

• Housing extruded aluminum alloy #6063 with anti-corrosion powder coating T=60-80μm, adhesion of ISO 

class 1/ ASTM class 4B.

• Optics reflector efficiency ≥85%.

• Use LED brand NICHIA.

• Power cable outside of luminaire H05RN-F 2×1.0mm², L=0.3m(DC24V), H05RN-F 3×1.0mm², L=0.3m 

(AC120/240V).

• Warranty 3 year. 

Application area

• Applied to facade of building, hotel, resort and etc.

Mounting type

• Surface mounting.

Feature

Dimmable

NON

IP65

Grey (GR) Black (BL) Silver (SV)

IK06

Beam angle

24°10° 12° 15° 22°

25° 35° 38° 55° 60°
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MS7DH0124-1x4.5W

MS7AH0128-1x10W

MS7BH0170-1x18W

MS7CH0173-1x25W

MS7EH0176-1x40W

MS7DH0224-2x4.5W

MS7AH0227-2x8W

MS7BH0229-2x12W

MS7CH0270-2x18W

MS7EH0274-2x30W
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Specification

Model

Led brand 

Rated power 

Luminous flux

Luminous efficacy

Input voltage

Color temperature

Beam angle

Control method

Protection grade

IK rating

Operating temperature 

Product life

MS7AH0128-1x10W

LED COB NICHIA

1x10W

1335lm(cool white), 1170lm(warm white)

133.5lm/W(cool white), 117lm/W(warm white) 

DC24V/AC120V

2700K/3000K/4000K/5700K/6500K

15°/24°/38°/60°

On/off

IP65

IK10

-20°C~40°C

35000 hours

MS7DH0124-1x4.5W

LED COB NICHIA

1x4.5W

282lm (Warm white)

62.7lm (Warm white)

DC24V/AC120V

2700K/3000K/4000K/5700K/6500K

15°/24°/38°

On/off

IP65

IK05

-20°C~40°C

35000 hours

MS7BH0170-1x18W

LED COB NICHIA

1x18W

2021lm (cool white), 1847lm (warm white)

112.3lm/W (cool white), 102.6lm/W (cool white) 

DC24V/AC120V

2700K/3000K/4000K/5700K/6500K

12°/22°/35°/55°

On/off

IP65

IK10

-20°C~40°C

35000 hours

Specification

Model

Led brand 

Rated power 

Luminous flux

Luminous efficacy

Input voltage

Color temperature

Beam angle

Control method

Protection grade

IK rating

Operating temperature 

Product life

MS7EH0176-1x40W

LED COB NICHIA

1x40W

4259lm (cool white), 4030lm (warm white)

106.5lm/W (cool white), 100.8lm/W (warm white) 

DC24V/AC120V

2700K/3000K/4000K/5700K/6500K

12°/25°/38°

On/off

IP65

IK06

-20°C~40°C

35000 hours

MS7CH0173-1x25W

LED COB NICHIA

1x25W

3208lm (cool white), 2967lm (warm white)

128.3lm/W(cool white), 118.7lm/W(warm white) 

DC24V/AC120V

2700K/3000K/4000K/5700K/6500K

10°/22°/38°

On/off

IP65

IK10

-20°C~40°C

35000 hours

MS7DH0224-2x4.5W

LED COB NICHIA

2x4.5W

2x282lm (Warm white)

2x62.7lm (Warm white)

DC24V/AC120V

2700K/3000K/4000K/5700K/6500K

15°/24°/38°

On/off

IP65

IK05

-20°C~40°C

35000 hours

Specification

Model

Led brand 

Rated power 

Luminous flux

Luminous efficacy

Input voltage

Color temperature

Beam angle

Control method

Protection grade

IK rating

Operating temperature 

Product life

MS7BH0229-2x12W

LED COB NICHIA

2x12W

2x1289lm (cool white),  2x1079lm (warm white)

2x107.4lm/W(cool white), 2x89.9lm/W(warm white) 

DC24V/AC120V

2700K/3000K/4000K/5700K/6500K

12°/22°/35°/55°

On/off

IP65

IK10

-20°C~40°C

35000 hours

MS7AH0227-2x8W

LED COB NICHIA

2x8W

2x1053lm(cool white),  2x986lm(warm white)

2x131.6lm/W(cool white), 2x123.3lm/W(warm white) 

DC24V/AC120V

2700K/3000K/4000K/5700K/6500K

15°/24°/38°/60°

On/off

IP65

IK10

-20°C~40°C

35000 hours
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WALL MOUNTING LANDSCAPE LIGHT

Typical order example

Input power
V24=DC24V
V220=AC240V

Control method
ONF=On/off
TRIAC=Triac
PWM=PWM
1-10V=1-10V
DALI=Dali

Color temperature
C27=2700K
C30=3000K
C40=4000K
C57=5700K
C65=6500K

Beam angle
B10=10°
B12=12°
B15=15°
B22=22°
B24=24°

V24

Model

MS7DH0124

Wattage

1x4.5W C27 BAS ONF

Finish color
GR=Grey
BL=Black
SV=Silver

SS

Specification

Model

Led brand 

Rated power 

Luminous flux

Luminous efficacy

Input voltage

Color temperature

Beam angle

Control method

Protection grade

IK rating

Operating temperature 

Product life

MS7EH0274-2x30W

LED COB NICHIA

2x30W

 2x3400lm(cool white), 2x3177lm(warm white)

2x113.3lm/W(cool white), 105.9lm/W(warm white) 

DC24V/AC120V

2700K/3000K/4000K/5700K/6500K

25°

On/off

IP65

IK06

-20°C~40°C

35000 hours

MS7CH0270-2x18W

LED COB NICHIA

2x18W

2x2224lm (cool white),  2x2036lm (warm white)

2x123.5lm/W(cool white), 113.1lm/W(warm white) 

DC24V/AC120V

2700K/3000K/4000K/5700K/6500K

10°/22°/38°

On/off

IP65

IK10

-20°C~40°C

35000 hours

B25=25°
B35=35°
B38=38°
B55=55°
B60=60°

Photometric data

MS7DH0124-1x4.5W-24° MS7AH0128-1x10W-24°

MS7CH0173-1x25W-22°MS7BH0170-1x18W-22°

MS7EH0176-1x40W-25° MS7AH0227-24°

Illuminance at a distance

0.8m

1.6m

2.4m

3.3m

4.1m

4.9m

0.8m

1.6m

2.4m

3.2m

4.0m

4.9m

1152.71 LUX

288.18 LUX

128.08 LUX

72.04 LUX

46.11 LUX

32.02 LUX

Center beam LUX Beam width

Ver.Spread:22.9 Horiz.Spread:23.0

HV
2m

4m

6m

8m

10m

12m

308.66
617.31
925.97
1234.63
1543.28

Illuminance at a Distance
Center Beam LUX Beam Width

HV
2m 380.14 LUX 0.7m 0.7m

4m 95.03 LUX 1.5m 1.5m

6m 42.24 LUX 2.2m 2.2m

8m 23.76 LUX 2.9m 2.9m

10m 15.21 LUX 3.7m 3.7m

12m 10.56 LUX 4.4m 4.4m

Vert.Spread:20.8 Horiz.Spread:20.9

Illuminance at a Distance
Center Beam LUX Beam Width

HV
2m 3274.96 LUX 0.9m 0.9m

4m 818.74 LUX 1.9m 1.9m

6m 363.88 LUX 2.8m 2.8m

8m 204.68 LUX 3.8m 3.8m

10m 131.00 LUX 4.7m 4.7m

12m 90.97 LUX 5.6m 5.7m
Vert.Spread:26.4 Horiz.Spread:26.7

2646.18
5292.37
7938.55
10584.73
13230.92

922.57
1845.14
2767.72
3690.29
4612.86

Illuminance at a distance

0.8m

1.7m

2.5m

3.3m

4.2m

5.0m

0.8m

1.6m

2.5m

3.3m

4.1m

4.9m

907.54 LUX

226.89 LUX

100.84 LUX

56.72 LUX

36.30 LUX

25.21 LUX

Center beam LUX Beam width

Vert.Spread:23.5 Horiz.Spread:23.1

HV
2m

4m

6m

8m

10m

12m

730.02
1460.04
2190.06
2920.07
3650.09
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Photometric data

MS7BH0229-22° MS7CH0270-22°

Illuminance at a distance

0.8m

1.6m

2.4m

3.1m

3.9m

4.7m

0.8m

1.6m

2.5m

3.3m

4.1m

4.9m

1659.74 LUX

414.93 LUX

184.42 LUX

103.73 LUX

66.39 LUX

46.10 LUX

Center beam LUX Beam width

Vert.Spread:23.3 Horiz.Spread:22.2

HV
2m

4m

6m

8m

10m

12m

1329.21
2658.42
3987.62
5316.83
6646.04

Illuminance at a distance

0.8m

1.6m

2.3m

3.1m

3.9m

4.7m

0.8m

1.6m

2.4m

3.1m

3.9m

4.7m

1433.55 LUX

358.39 LUX

159.28 LUX

89.60 LUX

57.34 LUX

39.82 LUX

Center beam LUX Beam width

Vert.Spread:22.2 Horiz.Spread:22.0

HV
2m

4m

6m

8m

10m

12m

1157.37
2314.73
3472.09
4629.46
5786.82


